SOLICITATION/CONTRACT/ORDER FOR COMMERCIAL ITEMS
OFFEROR TO COMPLETE BLOCKS 12, 17, 23, 24, & 30

1. REQUISITION NUMBER
Z-00370

PAGE 1 OF
10

2. CONTRACT NO. 3. AWARD/EFFECTIVE

4. ORDER NUMBER

5. SOLICITATION NUMBER

6. SOLICITATION ISSUE

DATE DATE
DABV01-04-Q-2308 01/29/2004
a. NAME b. TELEPHONE NUMBER (No collect 8. OFFER DUE DATE/
7. FOR SOLICITATION calls) LOCAL TIME
INFORMATION CALL: h Charles D. Cluck 703-270-0058 02/05/04 5:00 pm

9. ISSUED BY

cope | W9l1l0Ul

Coalition Provisional Authority
Contracting Activity

Republican Presidential Compound
Baghdad, Iraq

APO AE 09335

10. THIS ACQUISITON IS

[2]unresTriCTED
SET ASIDE:
[ ]smALL BUSINESS

HUBZONE SMALL
BUSINESS

|:|8(A)

NAICS:
SIZE STANDARD:

% FOR

11. DELIVERY FOR
FOB DESTINATION
UNLESS BLOCK IS
MARKED

l:‘ SEE SCHEDULE

12. DISCOUNT TERMS

13a. THIS

ORDER

]

CONTRACT IS A RATED
UNDER DPAS (15 CFR 700)

13b. RATING

14. METHOD OF SOLICITATION

El RFQ l:l IFB

[ ree

16. ADMINISTERED BY

15. DELIVER TO CODE CODE
Ministry of Electricity Warehouse
Baghdad, Iraq Same As Block 9
T7a. %(?:l'\:ll'EI'RROAF({?TOR/ CODE FACILITY 18a. PAYMENT WILL BE MADE BY CODE
CODE

TELEPHONE NO.

17b. CHECK IF REMITTANCE IS DIFFERENT AND PUT SUCH ADDRESS IN

18b. SUBMIT INVOICES TO ADDRESS SHOWN IN BLOCK 18a UNLESS BLOCK BELOW

IS CHECKED
OFFER |:| SEE ADDENDUM
19. 20. 21. 22. 23. 24.
ITEM NO. SCHEDULE OF SUPPLIES/SERVICES QUANTITY UNIT UNIT PRICE AMOUNT

UPS Systems & Uninterruptible Power
Supply System (Hartha Power Plant)

The purpose of these UPS systems is to
replace the existing malfunctioning
non-repairable 30 KW DC Motor - AC
Generator (MG) sets used to provide

(continued on page 2)

(Use Reverse and/or Attach Additional Sheets as Necessary)

25. ACCOUNTING AND APPROPRIATION DATA

26. TOTAL AWARD A

MOUNT (For Govt. Use Only)

27a. SOLICITATION INCORPORATES BY REFERENCE FAR 52.212-1, 52.212-4. FAR 52.212-3 AND 52.212-5 ARE ATTACHED. ADDENDA
27b. CONTRACT/PURCHASE ORDER INCORPORATES BY REFERENCE FAR 52.212-4. FAR 52.212-5 IS ATTACHED. ADDENDA

ARE

O]
ARE | O]

ARE NOT ATTACHED
ARE NOT ATTACHED

|_| 28. CONTRACTOR IS REQUIRED TO SIGN THIS DOCUMENT AND RETURN
COPIES TO ISSUING OFFICE. CONTRACTOR AGREES TO FURNISH AND

DATED

|_| 29. AWARD OF CONTRACT: REF.

OFFER

. YOUR OFFER ON SOLICITATION

DELIVER ALL ITEMS SET FORTH OR OTHERWISE IDENTIFIED ABOVE AND ON ANY

ADDITIONAL SHEETS SUBJECT TO THE TERMS AND CONDITIONS SPECIFIED HEREIN.

(BLOCK 5), INCLUDING ANY ADDITIONS OR CHANGES WHICH ARE
SET FORTH HEREIN, IS ACCEPTED AS TO ITEMS:

30a. SIGNATURE OF OFFEROR/CONTRACTOR

31a. UNITED STATES OF AMERICA (SIGNATURE OF CONTRACTING OFFICER)

30b. NAME AND TITLE OF SIGNER (Type or print)

30c. DATE SIGNED

31b. NAME OF CONTRACTING OFFICER (Type or print)

31c. DATE SIGNED

AUTHORIZED FOR LOCAL REPRODUCTION
PREVIOUS EDITION IS NOT USABLE

STANDARD F

ORM 1449 (REV. 4/2002)

Prescribed by GSA - FAR (48 CFR) 53.212



19. 20. 21, 22. 23. 24,
ITEM NO. SCHEDULE OF SUPPLIES/SERVICES QUANTITY UNIT UNIT PRICE AMOUNT
(continued from page 1)
uninterruptible 110V AC power to the
following loads:
- Burner Control Panel,
- Automatic Boiler Control Panel,
- Turbo Master Panel,
- Data Loggers Panel,
- Mastering Panel,
- Turbine Supervisory Panel,
- Unit Instrument Panel,
- Station Instrument Panel,
- Field Circuit Breaker Panel,
- Hydrogen Gas Control Panel.
- Other reserved lines.
The MG sets experienced many problems (Slip
rings melting, mechanical parts wearing,
modifications ...etc.). The existing 220V
batteries used to supply the MG sets are in
very good condition, therefore NO batteries
are required with the supplied UPS systems
Uninterruptible Power Supply system with
0001 the following specifications: 2 ea
- On-line Tower type UPS system which will
use existing external batteries.
- Input Voltage: 220 VDC +5% from batteries
(Batteries NOT to be supplied with the UPS).
- Wattage Rating: 40 Kilowatt (KW).
- 200% Overload Capability with overload
indicator and audible alarms.
- Output Voltage: Sinewave 110V AC, 50 Hz
+1%, Single-Phase.
- Output Voltage Regulation: better than £1%
- Output Voltage Distortion: Less than 3%
for 100% Linear Load.
- Over-Current Protection: minimum of 30
seconds (inverter) at 150% load.
- Working Ambient Temperature : 0 to +40°C
(104°F).
32a. QUANTITY IN COLUMN 21 HAS BEEN
D RECEIVED D INSPECTED D ACCEPTED, AND CONFORMS TO THE CONTRACT, EXCEPT AS NOTED:

32b. SIGNATURE OF AUTHORIZED GOVERNMENT
REPRESENTATIVE

32c. DATE

32d. PRINTED NAME AND TITLE OF AUTHORIZED GOVERNMENT
REPRESENTATIVE

32e. MAILING ADDRESS OF AUTHORIZED GOVERNMENT REPRESENTATIVE

32f. TELPHONE NUMBER OF AUTHORZED GOVERNMENT REPRESENTATIVE

32g. E-MAIL OF AUTHORIZED GOVERNMENT REPRESENTATIVE

33. SHIP NUMBER 34. VOUCHER NUMBER

PARTIAL |  [FINAL

35. AMOUNT VERIFIED 36. PAYMENT 37. CHECK NUMBER

CORRECT FOR

[ ] compiete [ ] pARTIAL [ ] FNAL

38. S/R ACCOUNT NUMBER |39. S/R VOUCHER NUMBER

40. PAID BY

41a. | CERTIFY THIS ACCOUNT IS CORRECT AND PROPER FOR PAYMENT

41b. SIGNATURE AND TITLE OF CERTIFYING OFFICER

41c. DATE

42a. RECEIVED BY (Print)

42b. RECEIVED AT (Location)

42c. DATE REC'D (YY/MM/DD) 42d. TOTAL CONTAINERS

STANDARD FORM 1449 (Rev. 4/2002) BACK
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